











Technical Drawing

Base removal and installation




Accessories
PACKAGE INCLUDES

402

34inch Monitor Stand DP Cable Power Adaptor
and Power Cable



GETTING STARTED

MONITOR CONTROLS
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(1 ;Y] Open the Main OSD Menu Select submeu
0 <« Go Up on the Main OSD Menu increase the value of a selected item
o » Go Down on the Main OSD Menu and decrease the value of a selected item
O E Select signal source or Exit OSD
(5 Q) Turn the monitor on or off




Shortcut Key Guide
@ Activate the Signal Input Selection menu.Use < and P> to navigate and M to select the source.

@ Activate the ine of Sight feature. Further press to cycle between the colors or turn off.

© Activate the ECO Mode feature.Further press to cycle through the presets.

INITIAL SETUP

Connect the monitor to a power outlet.

1. Press the POWER button on the monitor or to turn it on (The indicator will be blue).

2. Connect the relevant cable to the corresponding input on the monitor. The source will be
automatically detected.

3. To change between inputs, press the “Source” button to enter the source menu. Use the
"< "and"™ » ” buttons to choose the input source between Auto Select,DP1,DP2 and HDMI.

MENU OPTIONS

The menu for the monitor can be accessed by pressing the menu button on the control panel. This menu is
separated into the following sub menus: Picture Settings, Image Settings, Colour Temperature, OSD Settings,
Reset, and Miscellaneous options, details of each menu can be found in the following section.



OSD MENU

A. Input Source

DP1 Resolution: 3440x1440@165Hz

Brightness/Contrast DP2

Color setting HDMI
Picture Quality Setting

Display

Audio

Multi-Window

OsD

Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Switch the signal input to DP1,DP2,HDMI,or have the monitor Auto Select the source.

B . Brightness/Contrast

DP1 Resolution: 3440x1440@165Hz

Input Source Brightness 87
Color setting DCR Off
Picture Quality Setting

Display

Audio

Multi-Window

0OsD

Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Brightness: Change the display brightness value from 0 to 100.
Contrast: Adjust the display contrast value from 0 to 100.
DCR: Turn the Dynamic Contrast Ratio feature On or Off.



C . Color Settings

DP1 Resolution: 3440x1440@165Hz

Input Source Gamma 22

Brightness/Contrast Picture Mode Standard

Picture Quality Setting Hue 50

Display Saturation 50

Audio  LowBlueLight 0
Multi-Window

OosD
Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Gamma: Change the display Gamma value to0:2.0,2.2,2.4.

Pirture Mode: Change the pre-set mode to: Standard, Text, Game 1-3,Movie, or ECO.
Color Temperature: Change the color temperature to:Normal,Warm,Cool,User.

Hue: Change the display Hue value from o to 100.

Saturation: Change the display Saturation value from 0 to 100.

Low Blue Light: Change the display Saturation value from 0 to 100.

D . Picture Quality Settings

DP1 Resolution: 3440x1440@165Hz

Input Source Sharpness 50
Brightness/Contrast Response Time Off
Color setting Noise Reduction Off

Display Dynamic Luminous Control  Off
Audio

Multi-Window

0OSD

Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Sharpness: Change the display Sharpness value from 0 to 100.

Response Time: Turn the Response Time feature On or Off.

Noise Reduction: Select the Noise Reduction Value from,Low,Middle,High or turn it Off.
Super Resolution: Turn the Dynamic Luminance Control feature On or Off.

Dynamic Luminance Control: Turn the Dynamic Luminance Control feature On or Off.
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E . Display

DP1 Resolution: 3440x1440@165Hz

Input Source Aspect Ratio Wide Screen
Brightness/Contrast

Color setting

Picture Quality Setting

EEI

Audio
Multi-Window
OSD

Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Aspect Ratio: Change the image aspect ratio to Full Screen,Auto,4:3,5:4, or 1:1.

F . Audio

DP1 Resolution: 3440x1440@165Hz

Input Source Mute Off

Brightness/Contrast Volume )
Color setting Audio Source
Picture Quality Setting

Display

ce 5

Multi-Window

OSD

Other

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Mute:Turm On or Off to mute the audio source.
Volume: Change the audio source volume from 0 to 100.
Audio Source: Audio source interface switching HDMI, DP1, DP2.



G . Multi-window

DP1 Resolution: 3440x1440@165Hz

Input Source Multl-Window Off

Brightness/Contrast SubWin 2 Input DP2

Color setting PIP Size Mediun

Picture Quality Setting PIP Position TopRight

Display ST
Audio

CrEr= T

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Multi-window: Adjust the muitl-window to off / PIP / PBP.

H.OSD

DP1 Resolution: 3440x1440@165Hz

Input Source
Brightness/Contrast
Color setting

Picture Quality Setting
Display

Audio

Language
OSD H-Position
OSD V-Position

OSD Transparency

OSD Time Out
OSD Rotation

English
50
50
20
20

Normal

Multi-Window

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

Language: Change the OSD Menu display language.

0OSD H Position: Change the horizontal position of the OSD Menu.

OSD V Position: Change the vertical position of the OSD Menu.

OSD Transparency: Change the transparency value of the OSD Menu from 0 to 100.
OSD Timer Out: Change how long the OSD Menu is on before it automatically exits.
OSD Rotation: Rotate the OSD Menu.



I. Other

DP1 Resolution: 3440x1440@165Hz

Input Source FreeSync (Adaptive Sync) Off
Brightness/Contrast HDR Off
Color setting MPRT Off

Picture Quality Setting Firmware Update

Display Reset

Audio
Multi-Window

OsD

InputSource: DP1 InputSource:
Resolution:  3440x1440@165Hz  Resolution:

FreeSync Mode: Turn FreeSync On or Off.
HDR: Turn HDR On (requires HDMI 2.0 input).
MPRT: On or Off.

Firmware Update: On or Off.

Reset: Press this function to restore the original settings.



Technical Specificaions

Model G34W
Resolution 3440x1440
Refresh 165Hz
Contrast Ratio 3000:1
e Response Time (Typical) MPRT 1ms
Aspect Ratio 21:9
Viewing Angle 178°(H)/178°(V)
Display Color 16.7M color
USB x1
HDMI x1
In/Out
DP X2
Audio x1
Power Consumption Typical 45W
Power Source DC 12V 5A
ETC Operating Temperature 0~50°C
Remote Control No
OSD Eng/Fr/Spanish/Ger/Korean/Japan/Chinese
HDR Supported
. FreeSync Supported
Main
Features Low blue light Supported
Flicker free Supported
Over drive Supported
PIP&PBP Supported
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THANK YOU FOR cHoosING idea display

idea display is a gaming monitor brand that belongs to perfect Display Technology Co.,Ltd
which focused on R&D display industry 16 years in China.

We provide high quality yet affordable products that deliver the highest level of performance.
Experiencing gaming at its best withidea display .

If you have any questions and comments please do not hestate to contact us:
E-mail:e-op@perfect-display.com.cn.

REGISTER YOUR PRODUCT

Please register your product online:https://www.perfectdisplay.com

idea display encourages you to register your products within thirty(30)days of the original
purchases in order to receive prompt service and support coverage should you need it.

idea display may require that you furnish proof of purchase details and / or comply with
registration requirements beforereceiving warranty service.



ideadispla

= www.ideadisplay.store
6O www.facebook.com/pd.display
B www.twitter.com/DisplayPerfect



